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Parameter
Exhaust

Temperature B1s1 | 4454 | € 12097

Exhaust P /'-’w/"”
Temperature B1S2 |  Supp

Supported 80

Exhaust

Temperature B1S3 | Supp e ] rursee | 5

Supported

Exhaust E

Temperature B1s3 | 451 | € .

Particulate Fiter

Difirential Pressure|  Supp

Supported
Particulate Filter 503 oa Meny |__Fulisceen | x|
Difirential Pressure|

Catalyst Diferertial | 145 600 \M’_
Press

Oif. Press. Sensor 500

o 032 | kPa

DPNR/DPF Status.
|_FulSceen || GeenType |
Reju(PM) Standby [_Meny | Geen Type | XI

PM Accumulation o

Ratio # *

‘Starter Signal OFF

Power Steering oFF OFF

Signal

Neutral Position OFF [(Mene ] |__FullSceen | x|
SW Signal

Transfer L4 OFF 2K

Stop Light Switch | OFF 1

AIC Signal OFF

Immobiliser on fsecl 0 77.139 154.278 231417 308556 385,695 462834 539.973 617112 694251 i)
Communication v [T

Primary

I” SotAtoZ
[Tirme Fram 00 0060000 00 000 - 1251390 10-0-575

® 0 WG M [




